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SeaShield 525 TG Epoxy
Thixotropic injectable epoxy 

Composition 

SeaShield 525 TG Epoxy is a 2-component, 100% 

solids epoxy formulated to be injected into the 

fibreglass form tongue and groove to provide 

superior adhesion. 
 

Uses 

SeaShield 525 TG Epoxy  is designed for use with 

the SeaShield Fibre-Form jacket. 

 

Characteristics 

SeaShield 525 TG Epoxy has: 

 Good wet adhesion, and 

 Good water displacement capability. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Application 

see Instructions for use for additional detail 
 

Mixing ratios 

 By weight By volume SG 

Base “A” 100 1 1.43 

Hardener “B” 89.71 1 1.28 

 

It is important to monitor cure times to ensure 

SeaShield 525 TG Epoxy does not cure prior to 

installing the jacket.  

 

Curing 

Full cure (25°C): 80 minutes 

Full cure (36°C): 50 minutes 

 

Availability 

SeaShield 525 TG Epoxy is available in a 600 ml 

cartridge. 
 

Storage conditions 

Store in a cool dry place, in original packaging.  

Prior to use, SeaShield 525 TG Epoxy cartridges 

shall be stored in temperatures between 18°C and 

32°C.  For long term storage, temperatures shall be 

4°C to 41°C

 

 


